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LIGHT NONAQUEOUS-PHASE LIQUID HYDRO-
CARBON WEATHERING AT SOME JP-4 FUEL
RELEASE SITES
1D.H. Kampbell, 2C.B. Snyder, 3D.C. Downey, and 4J.E. Hansen
1National Risk Management Research Laboratory, United States Environmental Protection
Agency, P.O. Box 1198, Ada, OK 74820; Phone: (580) 436-8564.  2Parsons Engineering
Science, 1700 Broadway, Denver, CO 80290; Phone: (303) 831-8100.  3Parsons Engineering
Science, 1700 Broadway, Denver, CO 80290; Phone: (303) 831-8100.  4Air Force Center for
Environmental Excellence, Brooks Air Force Base, TX 78235; Phone: (210) 536-4353.
A fuel weathering study was conducted for database entries to estimate natural light, nonaqueous-
phase liquid weathering and source-term reduction rates for use in natural attenuation models.  A range of BTEX
weathering rates from mobile LNAPL plumes at eight field sites with known release dates was documented.  Free-
phase fuel BTEX weathering rates varied among sites and were influenced by many factors.  First-order weather-
ing rate for five JP-4 fuel sites was 16%/year.  Benzene and toluene exhibited higher weathering rates than
ethylbenzene and xylene, as expected, because of higher water solubility.  The primary weathering mechanism of
mobile LNAPL was dissolution.  Meaningful determination of mobile LNAPL weathering rates for BTEX in the
fuels was difficult because of the large ranges of initial BTEX values.
INTRODUCTION
Little information has been available regarding rates of natural weathering of BTEX compo-
nents from mobile fuel, light nonaqueous-phase liquid.  Because of this, reduction rate source terms
in groundwater models is often an overly conservative estimate.  This approach can result in adverse
forecasts of monitored natural attenuation performance at field sites.  The main emphasis of the
study was for JP-4 jet fuel because it had been the primary fuel type used at Air Force bases until
1994.  Consequently, the majority of accidental spills at these bases involved JP-4.  For jet fuels,
JP-4 has the highest initial BTEX fractions.  The study was conducted to improve the scientific basis
and defensibility for determining natural LNAPL weathering rates to evaluate contaminant fate and
transport for natural attenuation remediation.  This report summarizes the initial assessment of some
site-specific mobile LNAPL weathering rates.  Presently data is being collected and evaluated for a
final technical report.  The report will incorporate more data collection sites and a detailed statistical
analysis of the data.
OBJECTIVE
The study was done to document a range of BTEX weathering rates for mobile LNAPL
fractions from some JP-4 release locations with LNAPL plumes and known release dates.  The
weathering rates are to be used for more accurate natural attenuation input parameters.
ABSTRACT
Copyright 2001 Kansas State University
Keywords:  weathering, JP-4, LNAPL
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LITERATURE REVIEW
The search did not identify any field studies to evaluate BTEX reductions within mobile
LNAPL at fuel release sites.  Frequently a default value of five percent per year has been used, but
no field studies were known to exist to support this assumption.
JP-4 BTEX COMPOSITION
The initial concentration of BTEX in the original JP-4 fuels was not known.  It was estimated
using fresh fuel compositional values reported by Smith et al. (1981) and Hughes et al. (1984) as










CS,BFAwahS nwonknU dnaS 03 5.2
CS,BFAhcaeBeltryM 000,321 dnaS/yalC 5 8.3
CS,tnioPylppuSleuFesnefeD 000,38 dnaS/yalC 02 8.1
RA,BFArekaE nwonknU tliSydnaS 11 2.1
AW,BFAdrohCcM 000,001 levarGytliS 31 41.0
Table 1.  Site Summary
Figure 1.  BTEX Concentrations in Fresh Fuels--Fuel Weathering Study.
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DISSOLUTION AND WATER SOLUBILITY
Dissolution is partitioning of BTEX from LNAPL into groundwater and most likely the major
mechanism of BTEX depletion in mobile LNAPL.  Water solubility of the BTEX components is an
important factor in determining the fate and transport in the subsurface.  Water solubility and effec-
tive solubility of JP-4 and gasoline are listed in Table 2.  BTEX compounds are more soluble in fuel
than water and tend to remain in the fuel.
VOLATILIZATION AND BIODEGRADATION
Contaminant volatilization for subsurface releases through a porous medium is usually restricted
by soil moisture and fine soil texture.  Effective biodegradation is limited because of a hostile fuel
environment and restricted access to nutrients, electron acceptors, etc,. in the LNAPL pool.
COLLECTION OF SITE DATA
Eight JP-4 fuel release points were selected at five different bases for the study and are listed
in Table 3.  The sites were selected as the only known locations available for the study.   Both soil
and groundwater samples were collected.  The soil samples were used to determine contamination
and physical characteristics at the capillary fringe depth.
ANALYTICAL METHOD
Analytical protocol for the free product was an adaptation of USEPA SW8270.  Samples for
analysis were 1:20 methylene chloride dilutions of the JP-4 product.  Water was removed from the
dilutions using a narrow column of sodium sulfate.  0.45 mL of sample extract was mixed with
fluorobenzene internal standard for a concentration of 10 µg/mL.  One µL of the sample mix was
injected into a Hewlett-Packard 5890 Series II gas chromatograph with a 5971 Series Mass








enezneB 0571 8.9 7.85
eneluoT 425 5.8 4.33
enezneblyhtE 781 7.0 03.4
enelyX-o 761 2.1 09.6
enelyX-m 751 0.2 0.11
enelyX-p 081 4.0 04.4
senelyXlatoT 861 6.3 3.22
Table 2.  Dissolved Concentrations of BTEX.
a/  Solubilities at 25oC (Montgomery, 1996).
b/  Smith et al., 1981.
c/  American Petroleum Institute, 1985.
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etylanAetiS egAllipS .cnoClaitinI /a .cnoCgnininameR redrO-oreZ redrO-tsriF
%tw raeY/decudeR%egarevA
CS,BFAwahS sraey4
enezneB 05.0 32.0 71 22
eneuloT 33.1 84.0 02 82
enezneblyhtE 73.0 61.0 71 32
senelyXlatoT 23.2 70.1 71 22
XETBlatoT 25.4 49.1 81 32
CS,BFAhcaeBeltryM sraey61
enezneB 05.0 20.0 9.5 91
eneuloT 33.1 00.0 2.6 63
enezneblyhtE 73.0 71.0 4.3 3.5
senelyXlatoT 23.2 75.0 7.4 9.8




enezneB 05.0 00.0 8.4 53
eneuloT 33.1 10.0 8.4 52
enezneblyhtE 73.0 01.0 6.3 7.8
senelyXlatoT 23.2 44.0 9.3 3.9
XETBlatoT 25.4 55.0 3.4 11
RA,BFArekaE sraey42
enezneB 05.0 31.0 1.3 21
eneuloT 33.1 40.0 0.4 13
enezneblyhtE 73.0 74.0 - -
senelyXlatoT 23.2 30.2 5.0 3.1
XETBlatoT 25.4 76.2 7.1 9.2
AW,BFAdrohCcM sraey22
enezneB 05.0 00.0 /b 5.4 24
eneuloT 33.1 00.0 5.4 44
enezneblyhtE 73.0 00.0 5.4 14
senelyXlatoT 23.2 00.0 5.4 34
XETBlatoT 25.4 00.0 5.4 34
Table 3.  BTEX Weathering Rages in JP-4 Mobile LNAPL.
a/  Based on assumed analyte concentrations in fresh JP-4 fuel.
b/  Nondetect values.
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a 5M x 0.25mM ID uncoated, deactivated guard column.  Column oven temperature was 32°C for
four minutes, then 4°C per minute to 70°C, and 20°C per minute to 200°C, hold one minute.
Quantitation standards ranged from 0.025 to 250 µg/mL.  Density of the product was determined
by weighing a known volume.
DATA ANALYSIS
LNAPL weathering was determined by mass fraction reduction of BTEX as compared to
assumed initial BTEX levels.  Average annual contaminant reduction rates for both zero-order and
first-order weathering are shown in Table 3.  Highest rates for BTEX weathering were measured at
Shaw AFB where the zero-order and first-order rates were 18%/yr. and 23%/yr., respectively.
Lowest rates occurred at Eaker AFB and were 1.7%/yr. and 2.9%/yr., respectively.
Figure 2 shows a compilation of the five average total BTEX concentrations into one weather-
ing plot.  Zero-order weathering assumed that concentration of a contaminant was depleted at a
constant rate regardless of concentration, while first-order rates used nondetect values for C.  R2
indicated the variance between the data and predictive trend lines. Generally, the zero-order curve
underestimates total BTEX depletion.  The first-order curve provided a more reasonable approxi-
mation of BTEX depletion. Also in Figure 3, the first-order curve for benzene alone is a more
reasonable approximation of benzene weathering in mobile LNAPL at the five JP-4 sites.
The JP-4 site data indicated that BTEX mobile LNAPL weathering is predominately a dissolu-
tion function.  As concentrations in the mobile LNAPL decrease, depletion rates also decrease,
which occurred as the age of spill increased.  Considering the plots in Figures 2 and 3, in the first-
order curves provided reasonable estimates of total BTEX and benzene weathering.  The overall
Figure 2.  Total BTEX Weathering Considering Average Data from the JP-4 Release
Sites--Fuel Weathering Study
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first-order rate for total BTEX weathering from JP-4 mobile LNAPL was near 16%/yr.  Reduced
chemical concentrations in mobile LNAPL indicated that dissolution was the predominant weather-
ing mechanism and was dominated by benzene.
CONCLUSIONS
•Free-phase fuel BTEX weathering rates varied for the five fuel release sites as influenced by factors
of spill age and relative solubilities.
•Dissolution was the primary weathering mechanism that influenced mobile LNAPL rates.
•The average total BTEX for five JP-4 release sites based on first-order weathering was near 16%/year.
•The average benzene first-order weathering rate for the five sites was near 26%/year.
•As expected, benzene exhibited a higher weathering rate than the other BTEX components.
Figure 3.  Benzene Weathering Considering Average Data from the JP-4
Release Sites--Fuel Weathering Study
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